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2 Pro DG Systems. Passion for high quality More than 30 years of experience at the design, manufacture and selling of high quality and performance professional sound systems. The most advanced tools and innovative technology, an highly experienced and trained workforce in the complete design, manu f acture and op timizat ion process of acoustic equipment, hardware and all other related supplements. An absolute control of the complete developing process by enforcing the most exigent quality control in every step of our sound systems manufacture, counting with our own carpentry and metal work department and the most experienced R + D department. The most effective customer and postsale service, working closely with professionals worldwide to serve and assist the professional effectively in the shortest time possible. Definitely, passion for high quality, soundness and warranty to satisfy all the requirements of the most exigent professionals. An exciting project in constant evolution in which an increasing number of professionals around the world are taking part. Advanced Sound Systems. Thanks to all our partners and friends who make possible this exciting project together José Carlos López. General Manager 1
3 Index. ST Series & STA Series ST 112 & STA System overview. Pag 3 - Technical specifications. Pag 4 - Architectural specifications Pag 5 - Hardware & Accessories... Pag 5 ST 115 & STA System overview..... Pag 6 - Technical specifications..... Pag 7 - Architectural specifications.... Pag 8 - Hardware & Accessories... Pag 8 ST 212 & STA System overview..... Pag 9 - Technical specifications.... Pag 10 - Architectural specifications.. Pag 11 - Hardware & Accessories.. Pag 11 2
4 ST 112 & STA 112 ST 112 & STA System Overview Despite it is the little brother of the ST & STA Series, ST 112 owns an impressive efficiency as is evidenced by its Power Handling of 600 W RMS / program of 1200 W / 2400 W peak. Average Sensitivity of 100 db and its Maximum SPL peak of 134 db. Thanks to its superior performance, compact size (450x368x565mm) and weight (20 Kg), using CNC construction of 18-15mm made from birch wood plated on the exterior, makes it superior to other much bigger and heavy systems and practically invisible on the stage. ST 112 is a 2-way stage monitor system, equipped with one (1) speaker of 12" in a tuned enclosure. The HF section has one (1) compression driver of 1, coupled to one (1) rotating diffuser of 60X40, to achieve the maximum performance in function of the necessity type or event. Thanks to its super compact and ergonomic design makes it very manageable and easy to use on the stage. It can be served in passive version (ST 112) or self - powered version (STA 112), which includes inserted amplification module GT 1.2 H, offering the advantage of amplify itself and another passive unit ST 112 in slave mode. Its special sweetness and superior performance makes it the perfect stage monitoring solution. Complete accessories for ST 112 and STA 112 are available. 3
5 ST 112 & STA 112 Technical Specifications Power Handling: 600 W RMS (EIA 426A standard) / 1200 W program / 2400 W peak. Nominal Impedance: 8 Ohm. Average Sensitivity: 100 db / 2.83 V/1m (average Hz wideband). Maximum SPL Calculation: / 1m 128 db continuous / 131 db program / 134 db peak. Frequency Range: +/-3 db from 60 Hz to 18 KHz. Nominal Directivity: 60x40 rotating diffuser. Low / Mid Frequency Driver: One (1) Beyma speaker of 12, 8 Ohm, 550 W, 330,2 mm of diameter with high temperature glass fiber voice coil. High Frequency Driver: One (1) Beyma driver of 1, 8 Ohm, 50 W, 25mm exit (44.4 mm) with voice coil Mylar diaphragm. Recommended Amplifier * Pro DG Systems GT 1.2 H or Lab.gruppen FP 6000Q. Connectors ** 2 NL4MP Neutrik speakon connectors. Acoustic Enclosure: CNC model, 18-15mm made from birch plywood plated on the exterior. Finish: Standard finish in black paint of high weather resistance. Cabinet Dimensions: (HxWxD); 450x368x565mm (17,72 x14,49 22,24 ). Weight *** 20 Kg (44,09 lbs) net / 21,2 Kg (46,74 lbs) with packaging. For STA 112 Recommended Amplifier * Connectors ** Weight *** Pro DG Systems GT 1.2 H into the cabinet 2 X XLR + 1 NL4MP speakon connectors. USB-Ethernet + 2 X Powercom. 21,3 Kg (46,96 lbs) net / 22,5 Kg (49,60 lbs) with packaging. 4
                                                    

6 ST 112 & STA 112 Architectural Specifications (ST 112) Architectural Specifications (STA 112) Hardware & Accessories Flight Case to transport two (2) units ST 112 or STA 112 is available. 5
                                                    

7 ST 115 & STA 115 ST 115 & STA System Overview With an impressive tonal distinction and performance (Power Handling of 800 W RMS / program of 1600 W / 3200 W peak. Average Sensitivity of 101 db and Maximum SPL peak of 136 db, ST 115 represents the definitive stage monitoring solution. This 2-way stage monitor system is equipped with one (1) speaker of 15" in a tuned enclosure. The HF section has one (1) compression driver of 1/4, coupled to one (1) rotating diffuser of 80X50, to provide with the maximum control and precision. Thanks to its compact and ergonomic design makes it very manageable and easy to use on the stage. It can be served in passive version (ST 115) or self - powered version (STA 115), which includes inserted amplification module GT 1.2 H, offering the advantage of amplify itself and another passive unit ST 115 in slave mode. Its superior performance makes it the perfect stage monitoring solution for vocals and instruments where it is necessary high performance and SPL, in portable or permanent installations. Complete accessories for ST 115 and STA 115 are available. 6
8 ST 115 & STA 115 Technical Specifications Power Handling: 800 W RMS (EIA 426A standard) / 1600 W program / 3200 W peak. Nominal Impedance: 8 Ohm. Average Sensitivity: 101 db / 2.83 V/1m (average Hz wideband). Maximum SPL Calculation: / 1m 130 db continuous / 133 db program / 136 db peak. Frequency Range: +/-3 db from 50 Hz to 18 KHz. Nominal Directivity: 80x50 rotating diffuser. Low / Mid Frequency Driver: One (1) Beyma speaker of 15, 8 Ohm, 700 W, 406mm of diameter with high temperature glass fiber voice coil. High Frequency Driver: One (1) Beyma driver of 1/4, 8 Ohm, 100 W, 36mm exit (44.4mm) with voice coil Mylar diaphragm. Recommended Amplifier * Pro DG Systems GT 1.2 H or Lab.gruppen FP 6000Q. Connectors ** 2 NL4MP Neutrik speakon connectors. Acoustic Enclosure: CNC model, 18-15mm made from birch plywood plated on the exterior. Finish: Standard finish in black paint of high weather resistance. Cabinet Dimensions: (HxWxD); 510x500x630mm (20,08 x19,68 24,80 ). Weight *** 30,5 Kg (67,24 lbs) net / 31,7 Kg (69,89 lbs) with packaging. For STA 115 Recommended Amplifier * Connectors ** Weight *** Pro DG Systems GT 1.2 H into the cabinet 2 X XLR + 1 NL4MP speakon connectors. USB-Ethernet + 2 X Powercom. 31,8 Kg (70,11 lbs) net / 32 Kg (70,55 lbs) with packaging. 7
                                                    

9 ST 115 & STA 115 Architectural Specifications (ST 115) Architectural Specifications (STA 115) Hardware & Accessories Flight Case to transport two (2) units ST 115 or STA 115 is available. 8
                                                    

10 ST 212 & STA 212 ST 212 & STA System Overview ST 212 is simply the best monitor system solution thanks to its Power Handling of 1100 W RMS / program of 2200 W / 4400 W peak. Average Sensitivity of 102 db and Maximum SPL peak of 138 db, super compact size (450x698x565) and light weight (33,3 Kg), using CNC construction of 18-15mm made from birch wood plated on the exterior. One of a kind thanks to its unprecedented relationship between high performance, size and weight. This 2-way stage monitor system is equipped with two (2) speakers of 12" in a tuned enclosure. The HF section has one (1) compression driver of 1/4, coupled to one (1) rotating diffuser of 80X50, to provide with the maximum control and precision. Thanks to its compact and ergonomic design makes it very manageable and easy to use on the stage. It can be served in passive version (ST 212) or self-powered version (STA 212), which includes inserted amplification module GT 1.2 H. Simply the best stage monitoring solution for vocals and instruments where it is necessary high performance and SPL, in portable or permanent installations. Complete accessories for ST 212 and STA 212 are available. 9
11 ST 212 & STA 212 Technical Specifications Power Handling: 1100 W RMS (EIA 426A standard) / 2200 W program / 4400 W peak. Nominal Impedance: 4 Ohm. Average Sensitivity: 102 db / 2.83 V/1m (average Hz wideband). Maximum SPL Calculation: / 1m 132 db continuous / 135 db program / 138 db peak. Frequency Range: +/-3 db from 50 Hz to 18 KHz. Nominal Directivity: 80x50 rotating diffuser. Low / Mid Frequency Driver: Two (2) Beyma speakers of 12, 8 Ohm, 500 W, 330,2 mm of diameter with high temperature glass fiber voice coil. High Frequency Driver: One (1) Beyma driver of 1/4, 8 Ohm, 100 W, 36mm exit (44.4mm) with voice coil Mylar diaphragm. Recommended Amplifier * Pro DG Systems GT 1.2 H or Lab.gruppen FP 6000Q. Connectors ** 2 NL4MP Neutrik speakon connectors. Acoustic Enclosure: CNC model, 18-15mm made from birch plywood plated on the exterior. Finish: Standard finish in black paint of high weather resistance. Cabinet Dimensions: (HxWxD); 450x698x565mm (17,72 x27,48 22,24 ). Weight *** 33,3 Kg (73,41 lbs) net / 34,5 Kg (76,06 lbs) with packaging. For STA 212 Recommended Amplifier * Connectors ** Weight *** Pro DG Systems GT 1.2 H into the cabinet 2 X XLR + 1 NL4MP speakon connectors. USB-Ethernet + 2 X Powercom. 34,5 Kg (76,06 lbs) net / 35,7 Kg (78,71 lbs) with packaging. 10
12 ST 212 & STA 212 Architectural Specifications (ST 212) Architectural Specifications (STA 212) Hardware & Accessories Flight Case to transport two (2) units ST 212 or STA 212 is available. 11
13 12
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        RoomMatch RM and RM TECHNICAL DATA SHEET. asymmetrical array modules. Key Features. Product Overview. Technical Specifications
    

    
        
        RoomMatch RM281 and RM281 Key Features All the benefits of the original 2 RoomMatch array module loudspeakers - Concert-quality sound quality for live music and outstanding spoken-word clarity with industry-leading    

    
        More information 
    




    
        RoomMatch Utility RMU208 TECHNICAL DATA SHEET. small-format foreground/fill loudspeaker. Key Features. Technical Specifications
    

    
        
        RoomMatch Utility RMU28 Key Features Award-winning RoomMatch sound now in smaller 2-way point-source designs for high-level foreground music, under-balcony, zone-fill and vocalrange floor monitor applications    

    
        More information 
    




    
        Panaray 802 Series III TECHNICAL DATA SHEET. loudspeaker. Key Features. Product Overview. Technical Specifications
    

    
        
        Panaray 82 Series III Key Features Articulated Array design provides 12 x 1 coverage to deliver wide-range reproduction over a broad dispersion area Eight Bose 4.5" (114 mm) full-range drivers for unsurpassed    

    
        More information 
    




    
        NuQ102 ## ## for FOH, sidefill and delay line loudspeakers, and is an exceptional choice for wedge monitoring applications.
    

    
        
        Product Information Document PA and Installation Applications 2 way full range loudspeaker for for portable PA and installation applications Watts continuous, 1,2 Watts peak power Ideal for FOH, side fill    

    
        More information 
    




    
        The 2 way full range TKT102 is a 1,200 Watt 10" loudspeaker system. applications. Engineered for either permanent installation or portable
    

    
        
        2 way full range loudspeaker for KTV applications Rotatable waveguide with 1 H x 6 V dispersion Watts continuous, 1,2 Watts peak power High power 1" low frequency driver with low mass voice coil Titanium    

    
        More information 
    




    
        A-Line LOUDSPEAKER SYSTEM. Mobile Audio Concert Sound Fixed Installation Pro Entertainment. English
    

    
        
        A-Line LOUDSPEAKER SYSTEM Mobile Audio Concert Sound Fixed Installation Pro Entertainment English A-LINE FAMILY A Perfect Match THE A-LINE IS YOUR ENTRY TO PROFESSIONAL DYNACORD LIVE SOUND Powered loudspeakers    

    
        More information 
    




    
        TKT122. # Designed and engineered in the U.K. Precision and Detailed Clarity
    

    
        
        2 way full range loudspeaker for KTV applications Low distortion waveguide with 7 H x 7 V dispersion 5 Watts continuous, 2, Watts peak power High power 12" low frequency driver with low mass voice coil    

    
        More information 
    




    
        The 2 way full range TKT122 is a 2,000 Watt 12" loudspeaker system. applications. Engineered for either permanent installation or portable
    

    
        
        Product Information Document TKT122 2 way full range loudspeaker for KTV applications Low distortion waveguide with 7 H x 7 V dispersion 5 Watts continuous, 2, Watts peak power High power 12" low frequency    

    
        More information 
    




    
        LIVERPOOL TLX43. Custom-Engineered Drivers
    

    
        
        Compact 2 way line array element for portable and fixed installation application 15 Watts continuous, 6 Watts peak power Ideal for FOH, center cluster, offstage fill, stereo in-fill or distributed fill    

    
        More information 
    




    
        NuQ152-WH # # connector plate carries Neutrik speakon* NL4 connectors for input and link connections to additional enclosures.
    

    
        
        Product Information Document 2 way full range loudspeaker for portable PA and installation applications 5 Watts continuous, 2, Watts peak power Ideal for FOH, side fill and monitor applications Carbon    

    
        More information 
    




    
        DUBLIN TCX102 ## ## Custom-Engineered Drivers
    

    
        
        Product Information Document 2 way loudspeaker for portable PA and installation applications 25 Watts continuous, 1, Watts peak power High excursion 1" low frequency driver with low mass voice coil for    

    
        More information 
    




    
        Custom-Engineered Drivers
    

    
        
        2 way loudspeaker for portable PA and installation applications Watts continuous, 1,2 Watts peak power High excursion 12" low frequency driver with low mass voice coil for improved transient response 1"    

    
        More information 
    




    
        Portable Speakers. 2 Way 15" Full Range Loudspeaker for Portable PA and Installation Applications
    

    
        
        2 way full range loudspeaker for portable PA and installation applications 8 Watts continuous, 3,2 Watts peak power Ideal for FOH, side and drum fill applications Carbon fibre loaded 15" low frequency    

    
        More information 
    




    
        PRAGUE TPZ122/64. # Designed and engineered in the U.K.
    

    
        
        Arrayable 2 way full range loudspeaker for installation applications Rotatable waveguide with 6 H x 4 V dispersion 6 Watts continuous, 2,4 Watts peak power Carbon fibre loaded 12" low frequency driver    

    
        More information 
    




    
        Portable Speakers. Dual 2 Way 15" Full Range Loudspeaker for Portable PA and Installation Applications
    

    
        
        2 way full range loudspeaker for portable PA and installation applications 1,2 Watts continuous, 4,8 Watts peak power Ideal for FOH, side and drum fill applications Carbon fibre loaded 15" low frequency    

    
        More information 
    




    
        Portable Speakers. 2 Way 12" Full Range Loudspeaker for Portable PA and Installation Applications
    

    
        
        2 way full range loudspeaker for portable PA and installation applications 8 Watts continuous, 3,2 Watts peak power Ideal for FOH, side and drum fill applications Carbon fibre loaded 12" low frequency    

    
        More information 
    




    
        S-Series Configurations
    

    
        
        S-Series Configurations Adamson s S-Series underwent extensive research and field testing with key rental and installation partners before its availability to the public. Through these partnerships we    

    
        More information 
    




    
        Manchester - England. BRT-12 Datasheet
    

    
        
        BRT-12 Datasheet The BRT-12 is a high performance compact cabinet which is ideally suited to both portable use and fixed installation, offering extremely flexible mounting options including a top hat and    

    
        More information 
    




    
        VXP 6-WH. Class-D Massive Power, Perfect Sound
    

    
        
        Product Information Document Full range multi-purpose powered sound reinforcement loudspeaker for portable and installation applications 1,6 Watt power featuring LAB GRUPPEN IDEEA electronics Class-D amplification    

    
        More information 
    




    
        UB22z Specifications. 2-WAY COMPACT FULL-RANGE See NOTES TABULAR DATA for details CONFIGURATION Subsystem DESCRIPTION
    

    
        
        DESCRIPTION Ultra-compact 2-way system Wide projection pattern LF on angled baffles to maintain a wide upper/midrange beamwidth High output, high definition sound DESCRIPTION The UB22z is engineered for    

    
        More information 
    




    
        CBT 70J Constant Beamwidth Technology
    

    
        
        CBT 7J Constant Beamwidth Technology Two-Way Line Array Column with Asymmetrical Vertical Coverage Key Features: Asymmetrical vertical coverage sends more sound toward far area of room to make front-to-back    

    
        More information 
    




    
        Performance Parameters of JBL Low-Frequency Systems
    

    
        
        Technical Notes Vol. 1, No. 1A Performance Parameters of JBL Low-Frequency Systems Introduction This technical note will enable sound contractors and consultants to specify JBL LF enclosures, transducers    

    
        More information 
    




    
        DRM212 DRM215 DRM315 SPECIFICATIONS
    

    
        
        DRM212 DRM215 DRM315 DRM Series Professional Powered Loudspeakers deliver class-leading power via ultra-efficient Class-D amplifiers with next-gen protection and Power Factor Correction technology for    

    
        More information 
    




    
        The 3-way full range TKT105 is a 600 Watt 10" loudspeaker system
    

    
        
        Product Information Document TKT15 3 way full range loudspeaker for KTV applications 15 Watts continuous, 6 Watts peak power High excursion 1" low frequency driver with low mass voice coil 4 wide dispersion    

    
        More information 
    




    
        Portable Speakers. 2,500 Watt 2 Way 15" Full Range Powered Loudspeaker with KLARK TEKNIK DSP Technology and ULTRANET Networking
    

    
        
        2 way full range powered loudspeaker for portable PA applications 2,5 Watt power featuring KLARK TEKNIK Class-D technology KLARK TEKNIK Digital Signal Processing for total system control ULTRANET digital    

    
        More information 
    




    
        NuQ102-AN-WH. Portable Speakers. 600 Watt 2 Way 10" Full Range Powered Loudspeaker with KLARK TEKNIK DSP Technology and ULTRANET Networking (White)
    

    
        
        2 way full range powered loudspeaker for portable PA and installation applications 6 Watt power featuring KLARK TEKNIK Class-D technology KLARK TEKNIK Digital Signal Processing for total system control    

    
        More information 
    




    
        TOUR SERIES LOUDSPEAKER SYSTEMS
    

    
        
        TOUR SERIES LOUDSPEAKER SYSTEMS From Fender Pro Audio Owner's Manual for 2912(c), 2915(c) P/N 050757 Fender Musical Instruments 7975 North Hayden Road, Scottsdale, Arizona 85258 U.S.A. Fender knows the    

    
        More information 
    




    
        Portable Speakers. 3,000 Watt 18" Powered Subwoofer with KLARK TEKNIK DSP Technology, Speaker Modelling and ULTRANET Networking
    

    
        
        Front loaded powered subwoofer for portable PA and installation applications power featuring KLARK TEKNIK Class-D technology KLARK TEKNIK Digital Signal Processing for total system control Speaker modelling    

    
        More information 
    




    
        CBT 100LA Constant Beamwidth Technology
    

    
        
        CBT 1LA Constant Beamwidth Technology Line Array Column Loudspeaker with Sixteen 5 mm (2 in) Drivers Key Features: Patent-pending Constant Beamwidth Technology provides constant directivity up to the highest    

    
        More information 
    




    
        PASSIVE SPEAKER SYSTEMS OWNER'S MANUAL ENGLISH
    

    
        
        PASSIVE SPEAKER SYSTEMS OWNER'S MANUAL ENGLISH Warranty Information UNPACKING As a part of our system of quality control, every STK product is carefully inspected before leaving the factory to insure flawless    

    
        More information 
    




    
        NuQ152-AN ## ## Portable Watt 2 Way 15" Full Range Powered Loudspeaker with KLARK TEKNIK DSP Technology and ULTRANET Networking
    

    
        
        Product Information Document 2 way full range powered loudspeaker for portable PA and installation applications 2,5 Watt power featuring KLARK TEKNIK Class-D technology KLARK TEKNIK Digital Signal Processing    

    
        More information 
    




    
        Portable Speakers. 2,500 Watt 2 Way 8" Powered Loudspeaker with KLARK TEKNIK DSP Technology, Speaker Modelling and ULTRANET Networking
    

    
        
        2 way full range loudspeaker for portable PA and installation applications 2,5 Watt power featuring KLARK TEKNIK Class-D technology KLARK TEKNIK Digital Signal Processing for total system control Speaker    

    
        More information 
    




    
        I SERIES Compact 600 IC6-2082/96 HIGH OUTPUT DUAL 8-INCH TWO-WAY 90 x 60 INSTALLATION LOUDSPEAKER
    

    
        
        I SERIES Compact 600 IC6-82/96 9 x 6 INSTALLATION LOUDSPEAKER FEATURES Engineered for demanding high output, high performance applications Exceptional fidelity with elegant I SERIES aesthetics Large, field-rotatable    

    
        More information 
    




    
        iq15 Portable 2500 Watt 2 Way 15" Powered Loudspeaker with KLARK TEKNIK DSP Technology, Speaker Modelling and ULTRANET Networking
    

    
        
        2 way full range loudspeaker for portable PA and installation applications 2,5 Watt power featuring KLARK TEKNIK Class-D technology KLARK TEKNIK Digital Signal Processing for total system control Speaker    

    
        More information 
    




    
        XCELLENCE SERIES X-15LTP
    

    
        
        XCELLENCE SERIES X-15LTP Pol. Ind. Norte - Perpinyà, 25 08226 TERRASSA (Barcelona-SPAIN) Copyright 2012 info@master-audio.com All rights reserved master-audio.com Dec 12 User s manual ENGLISH CAUTION RISK    

    
        More information 
    




    
        STATE-OF-THE-ART DANCE CLUBS SYSTEMS DESIGNED FOR SONIC PERFECTION, RELIABILITY AND IMPRESSIVE LOOKS
    

    
        
        SOUND FORCE STATE-OF-THE-ART DANCE CLUBS SYSTEMS DESIGNED FOR SONIC PERFECTION, RELIABILITY AND IMPRESSIVE LOOKS The Sound Force Series of systems has been designed for today s high-level dance venues    

    
        More information 
    




    
        E15X-SUB Manual (1.2 EN)
    

    
        
        E15X-SUB Manual (1.2 EN) Symbols on the equipment Please refer to the information in the operating manual. WARNING! Dangerous voltage! Contents Safety precautions...3 Information regarding use of loudspeakers...3    

    
        More information 
    




    
        System Satellites Acoustimass Module. 2.5" (64 mm) full-range driver (per satellite) 5.25" (133 mm) dual voice coil low frequency driver
    

    
        
        Key Features Subwoofer/satellite systems that deliver high fidelity and extendedbandwidth reproduction of voice and music for a wide range of installed applications, including retail, restaurant and hospitality    

    
        More information 
    




    
        AMS 6ICT. Weather-Resistant Enclosure
    

    
        
        Product Information Document Full range surface-mount loudspeaker for indoor and outdoor installation applications Watts continuous, 24 Watts peak power 6" ICT (Inductive Coupling Technology) point source    

    
        More information 
    




    
        FLASHLINE MONITOR TFM152M-AN
    

    
        
        2 way stage monitor for touring applications 2,5 Watt power featuring KLARK TEKNIK Class-D technology KLARK TEKNIK Digital Signal Processing for total system control ULTRANET digital audio networking connects    

    
        More information 
    




    
        AMS 8DC. Weather-Resistant Enclosure
    

    
        
        Product Information Document Full range surface-mount loudspeaker for indoor and outdoor installation applications Watts continuous, 3 Watts peak power 8" next generation Dual Concentric driver featuring    

    
        More information 
    




    
        MATRIX M2 Loudspeaker system
    

    
        
        MATRIX M2 Loudspeaker system HIGH-END PRODUCTS BEYOND IMAGINATION Matrix M2 Description The Matrix is the new paradigm in sound-architecture. This speaker anticipates on the request for a high-end Home    

    
        More information 
    




    
        DVS 4 # # Superb Point-Source Performance
    

    
        
        Product Information Document Full range surface-mount loudspeaker for indoor and outdoor installation applications 4 Watts continuous, 16 Watts peak power 4" mineral loaded polypropylene driver with nitrile    

    
        More information 
    




    
        MAD A-Series...Flat Panel Surface Planar Arrays
    

    
        
        HPV TECHNOLOGIES, Inc. 17752 Fitch Irvine, California 92614 MAD A-Series...Flat Panel Surface Planar Arrays...Concert Sound at it s Finest! Flat Panel Surface Planar Arrays describe a new speaker technology    

    
        More information 
    




    
        Concert Series ORDERCODE D3470 ORDERCODE D3471 ORDERCODE D3472 D3470 D3471 D3472
    

    
        
        Concert Series ORDERCODE D3470 ORDERCODE D3471 ORDERCODE D3472 D3470 D3471 D3472 Congratulations! You have bought a great, innovative product from DAP Audio. The DAP Audio Concert Series brings excitement    

    
        More information 
    




    
        Small Room Solutions. High-Quality, Cost-Effective Cinema Audio Products for Small Room Applications
    

    
        
        Small Room Solutions High-Quality, Cost-Effective Cinema Audio Products for Small Room Applications LoudspeakerSystems SC-0 Screen Channel Loudspeaker SC-50 Screen Channel Loudspeaker SC-50 Screen Channel    

    
        More information 
    




    
        Manchester - England. TRS-118A Datasheet
    

    
        
        TRS-118A Datasheet The TRS-118A is a self powered 1 kw, reflex loaded subwoofer that gives a highly detailed transient response. This cabinet is ideal for portable or fixed installation in venues which    

    
        More information 
    




    
        front: 6.25"(159mm) W x 9.25"(235mm) H rear: 5.625"(143mm) W x 9.25"(235mm) H depth: 7"(178mm)
    

    
        
        Introducing the Apogee Fixed Installation Series... AFI Loudspeakers The Apogee AFI Series provides what sound contractors demand - high quality, highly reliable loudspeakers at a competitive price. Models    

    
        More information 
    




    
        install applications.
    

    
        
        Arrayable 2 way full range loudspeaker for installation applications Rotatable Dendritic waveguide with 9 H x V dispersion 2,5 Watt power featuring KLARK TEKNIK Class-D technology KLARK TEKNIK Digital    

    
        More information 
    




    
        ATHENS TCS122/96-AN. Install Speakers
    

    
        
        Product Information Document ATHENS TCS122/96-AN Arrayable 2 way full range loudspeaker for installation applications Rotatable Dendritic waveguide with H x V dispersion 2,5 Watt power featuring KLARK    

    
        More information 
    




    
        Designed to excel in a wide variety of sound reinforcement applications, the full range DVS 6-WH is an ultracompact 240-Watt surface mount
    

    
        
        Product Information Document Full range surface-mount loudspeaker for indoor and outdoor installation applications 6 Watts continuous, 24 Watts peak power 6" mineral loaded polypropylene driver with nitrile    

    
        More information 
    




    
        MAW218D7. User s manual. Pol.Ind.Norte-Perpinyà, TERRASSA (Barcelona-SPAIN)
    

    
        
        MAW218D7 User s manual Pol.Ind.Norte-Perpinyà,25 08226 TERRASSA (Barcelona-SPAIN) info@master-audio.com www.master-audio.com Nov 2008 CAUTION RISK OF ELECTRIC SHOCK DON T OPEN WARNING: To reduce the risk    

    
        More information 
    




    
        I SERIES Point Source 600 IP6-1122/26 MEDIUM POWER 12-INCH TWO-WAY 120 x 60 INSTALLATION LOUDSPEAKER
    

    
        
        2 x 6 INSTALLATION LOUDSPEAKER 28.00" (7mm) APPLICATIONS MAIN PA (Small to Medium Size Venues) Houses of Worship Auditoriums Restaurants Meeting Rooms Theaters Corporate A/V Systems DISTRIBUTED OR FILL    

    
        More information 
    




    
        BERLIN TBV123-AN. Custom-Engineered Drivers
    

    
        
        2 way full range loudspeaker for touring, portable and installation applications Constant curvature Dendritic waveguide with 1 H x 15 V dispersion for seamless array coverage 2,5 Watt power featuring KLARK    

    
        More information 
    




    
        The AMS 5ICT LS is a full bandwidth 200-Watt high sensitivity loudspeaker that utilises our all-new proprietary 5" ICT (Inductive Coupling
    

    
        
        Full range surface-mount loudspeaker for indoor and outdoor installation applications 5 Watts continuous, 2 Watts peak power 5" ICT (Inductive Coupling Technology) point source driver for extended frequency    

    
        More information 
    




    
        18 (300mm) ultra-high excursion cone transducer, 4" (100mm) voice coil, ferrite magnet
    

    
        
        2400 Watt 18" Active Subwoofer with Wireless Connectivity Designed and tuned in the USA, Black Series powered subwoofers offer more power, more agility, and more intelligence than any other speaker in    

    
        More information 
    




    
        OWNER'S MANUAL MYCRO SUB
    

    
        
        OWNER'S MANUAL MYCRO SUB OWNER'S MANUAL MYCRO SUB Features Compact dimensions and high output. Dual coil woofer provides multiple wiring configurations. Recessed connectors allow the enclosure to be used    

    
        More information 
    




    
        60 Legendary Years The Ultimate Sound Experience. Heritage
    

    
        
        60 Legendary Years The Ultimate Sound Experience Heritage S E R I E S  Relentless perfectionist, audio pioneer and holder of 23 patents, Paul Wilbur Klipsch started his namesake company with the creation    

    
        More information 
    




    
        UNPACKING. Check the contents of the carton to identify the following items: 4 x satellite speakers 1 x centre channel speaker
    

    
        
        Contents 3 Warranty 4-5 Unpacking List 6-7 Dual Concentric TM and WideBand Technology 8-9 Connections 10-11 Positioning 12-13 Trim Removal 14-17 Optional Accessories TM 2 WARRANTY All of our products have    

    
        More information 
    




    
        SRM W 15" Portable Powered Subwoofer
    

    
        
        SRM1550 FEATURES: 1200W of power paired with a 15" custom high-output woofer with 3" voice coil delivers gig-level volumes with room to spare Same cosmetic design as the renowned SRM450 Road-ready Built-Like-A-Tank    

    
        More information 
    




    
        DATA/SPEC SHEET 16-CHANNEL HYBRID DIGITAL VIDEO RECORDER. Built for Reliability, Usability, and Low Cost of Ownership.
    

    
        
        DATA/SPEC SHEET V920 KOLLECTOR - PRODUCT FORCE DESCRIPTION 16-CHANNEL HYBRID DIGITAL VIDEO RECORDER Configured with ViconNet Video Management Software (VMS) Scalable from one to hundreds of recorders Support    

    
        More information 
    




    
        Lucas NaNo 600 Lucas NaNo 300
    

    
        
        Lucas Nano 600 Lucas Nano 300 LUCAS NANO SERIES The new LUCAS NANO series that s as small as professional audio gets. Ultra compact and exceedingly lightweight, these petit powerhouses are the perfect    

    
        More information 
    




    
        I SERIES Point Source 800 IP8-1122/66 HIGH POWER 12-INCH TWO-WAY 60 x 60 INSTALLATION LOUDSPEAKER
    

    
        
        6 x 6 INSTALLATION LOUDSPEAKER 28.00" (7mm) APPLICATIONS MAIN PA (Small to Medium Size Venues) Houses of Worship Auditoriums Restaurants Meeting Rooms Theaters Corporate A/V Systems DISTRIBUTED OR FILL    

    
        More information 
    




    
        Community Outdoor Distributed Engineered Full-Line Product Catalog
    

    
        
        C O D E Community Outdoor Distributed Engineered Full-Line Product Catalog COMMUNITY Professional Loudspeakers Community Professional Loudspeakers is a developer and manufacturer of innovative loudspeaker    

    
        More information 
    




    
        Complete Cinema Packages
    

    
        
        Outdoor Movies AIRSCREEN Complete Cinema Packages Outdoor Movies 14803 Southlawn Lane, Suites L - N Rockville, MD 20850 Product information guide Category Product Name GSA Part & SIN Movie Screen Package    

    
        More information 
    




    
        Das Soundkraftwerk für echte Performer Big, Bold Sound for Bands and DJs
    

    
        
        Das Soundkraftwerk für echte Performer Big, Bold Sound for Bands and DJs Do you want your top-40 band to rock the house and get your audiences going? Or are you a DJ whose mission is to get the party pumping?    

    
        More information 
    




    
        LUCAS NANO 600 Series
    

    
        
        LUCAS NANO 600 Series PROFESSIONAL SOUND TO GO > LUCAS NANO 602/600/608i 1 LUCAS NANO 600 Series PROFESSIONAL SOUND TO GO > The LUCAS NANO 600 series packs professional audio performance into the most    

    
        More information 
    




    
        Complete Cinema Packages
    

    
        
        Outdoor Movies AIRSCREEN Complete Cinema Packages Outdoor Movies 14803 Southlawn Lane, Suites L - N Rockville, MD 20850 Product information guide Category Product Name GSA Part & SIN Movie Screen Package    

    
        More information 
    




    
        Outstanding Performance In Any Space Unparalleled Versatility, Sound Value
    

    
        
        Outstanding Performance In Any Space Unparalleled Versatility, Sound Value Built to facilitate a patently forthright approach to the business of building loudspeaker arrays, Community s ibox Series provides    

    
        More information 
    




    
        Immersive. 6.5HD Line Arrays. Description: Features: Applications:
    

    
        
        Immersive HD 6.5HD Line Arrays Description: Utilizing our Model 6.5HD module as the building block for customized Immersive Array s. Systems can be designed for any fixed application or venue with up to    

    
        More information 
    




    
        Application note for Peerless XLS 12" subwoofer driver
    

    
        
        Application note for Peerless XLS 12" subwoofer driver Introduction: The following is an application note of how to use the Peerless XLS 12" driver especially designed for subwoofers. The application note    

    
        More information 
    




    
        Cinema Sound Crown Audio, Inc /06
    

    
        
        T H E L E A D I N G C H O I C E F O R Q U A L I T Y C I N E M A S Y S T E M S T H E L E A D I N G C H O I C E F O R Q U A L I T Y C I N E M A S Y S T E M S Cinema Sound www.harmanpro.com www.crownaudio.com    

    
        More information 
    




    
        1995 Metric CSJ SPECIAL SPECIFICATION ITEM 6031 SINGLE MODE FIBER OPTIC VIDEO TRANSMISSION EQUIPMENT
    

    
        
        1995 Metric CSJ 0508-01-258 SPECIAL SPECIFICATION ITEM 6031 SINGLE MODE FIBER OPTIC VIDEO TRANSMISSION EQUIPMENT 1.0 Description This Item shall govern for the furnishing and installation of color Single    

    
        More information 
    




    
        e 935 Instruction manual Stage Microphones
    

    
        
        e 95 Instruction manual Stage Microphones A B C 1 2 5-10 cm >10 cm D 60 90 120 0 0 0 5 10 15 20 25 db 0 0 60 90 120 125 Hz 250 Hz 500 Hz 1,000 Hz 2,000 Hz 4,000 Hz 8,000 Hz 16,000 Hz 150 180 180 150 dbv    

    
        More information 
    




    
        EUROLIVE F1320. Professional Powered Speakers. Active 300-Watt 2-Way Monitor Speaker System with 12" Woofer, 1" Compression Driver and Feedback Filter
    

    
        
        Professional Powered Speakers Active 300-Watt 2-Way Monitor Speaker System with 12" Woofer, 1" Compression Driver and Feedback Filter High-power 300-Watt 2-way monitor speaker system for live and playback    

    
        More information 
    




    
        Luxurious turntable inherits modern technology and contemporary design.
    

    
        
        Analog Turntable TN-350 Analog Turntable with Phono EQ Luxurious turntable inherits modern technology and contemporary design. Main Features Manual Belt-drive Turntable supporting 33/45rpm Heavy MDF cabinet    

    
        More information 
    




    
        Complete Cinema Packages
    

    
        
        AIRSCREEN Complete Cinema Packages Outdoor Movies 14803 Southlawn Lane, Suites L - N Rockville, MD 20850 Product information guide Category Product Name GSA Part & SIN Movie Screen Package AIRSCREEN 40    

    
        More information 
    




    
        Complete Cinema Packages
    

    
        
        Outdoor Movies AIRSCREEN Complete Cinema Packages Outdoor Movies 14803 Southlawn Lane, Suites L - N Rockville, MD 20850 Product information guide Category Product Name GSA Part & SIN Movie Screen Package    

    
        More information 
    




    
        Complete Cinema Packages
    

    
        
        Outdoor Movies AIRSCREEN Complete Cinema Packages Outdoor Movies 14803 Southlawn Lane, Suites L - N Rockville, MD 20850 Product information guide Category Product Name GSA Part & SIN Movie Screen Package    

    
        More information 
    




    
        Distributed Design Series
    

    
        
        D10SUB 10-INCH FEATURES Powerful, high-impact bass response Internal passive low-pass crossover Spring loaded Drop-Stop installation assistant tabs support the back can on the included rails and C-ring    

    
        More information 
    




    
        QB Series USER MANUAL V Installation range. Versatile Sound reinforcement. High Performance. Precise band pass directivity control
    

    
        
        QB Series USER MANUAL V.18.06 Installation range Versatile Sound reinforcement High Performance Precise band pass directivity control White & black colour optional Multiple rigging/mounting options Lynx    

    
        More information 
    




    
        Complete Cinema Packages
    

    
        
        Outdoor Movies AIRSCREEN Complete Cinema Packages Outdoor Movies 14803 Southlawn Lane, Suites L - N Rockville, MD 20850 Product information guide Category Product Name GSA Part & SIN Movie Screen Package    

    
        More information 
    




    
        Complete Cinema Packages
    

    
        
        Outdoor Movies AIRSCREEN Complete Cinema Packages Outdoor Movies 14803 Southlawn Lane, Suites L - N Rockville, MD 20850 Product information guide Category Product Name GSA Part & SIN Movie Screen Package    

    
        More information 
    




    
        e 604 Instruction manual Stage Microphones
    

    
        
        e 604 Instruction manual Stage Microphones A B 1 2 C 60 90 120 0 0 0 5 10 15 20 25 db 0 0 60 90 120 125 Hz 250 Hz 500 Hz 1,000 Hz 2,000 Hz 4,000 Hz 8,000 Hz 16,000 Hz 150 180 180 150 dbv - 40-50 - 60-70    

    
        More information 
    




    
        Absolute performance 1
    

    
        
        Absolute performance 1 Design is in the detail Since 1972 Monitor Audio has been at The grille-less design ensures the speaker s the leading edge of loudspeaker design voice is clear and true, and lets    

    
        More information 
    




    
        A7 Owner's Manual ii
    

    
        
        Owner s Manual Table of Contents Introduction...1 Unpacking...2 Components...3 Assembling...4 Placing Stereo Loudspeakers...6 Connecting...7 Specifications...8 Warranty...9 030519 A7 Owner's Manual ii    

    
        More information 
    




    
        USER MANUAL. GOLDMUND LOGOS 1N-2N SPEAKER SYSTEM Active Speaker
    

    
        
        USER MANUAL GOLDMUND LOGOS 1N-2N SPEAKER SYSTEM Active Speaker Thank you for purchasing the Goldmund LOGOS 1N-2N SPEAKER SYSTEM The Goldmund Logos line fully incorporates the technological expertise developed    

    
        More information 
    




    
        Modular Expansion Cards
    

    
        
        Modular stage box accepts 8 DL4 series I/O cards Up to 64 audio inputs and 64 audio outputs 24 bit audio operation with 96 khz sample rate Remote operation up to 100 m via CAT5/5e cable All settings programmable    

    
        More information 
    




    
        Freedom Performance: Unchained: Design:
    

    
        
        Serie S combines a higher performance level than REL have ever set out to deliver within our mid-level range, with ease of use and freedom from conventional restraint. Freedom Serie S combines a higher    

    
        More information 
    




    
        SPECIAL SPECIFICATION 1987 Single Mode Fiber Optic Video Transmission Equipment
    

    
        
        1993 Specifications CSJ 0027-12-086, etc. SPECIAL SPECIFICATION 1987 Single Mode Fiber Optic Video Transmission Equipment 1. Description. This Item shall govern for the furnishing and installation of color    

    
        More information 
    




    
        BIRD 2. Owners manual MADE IN SWEDEN
    

    
        
        BIRD 2 Owners manual 1 MADE IN SWEDEN Table of contents Introduction Marten Philosophy Unpacking Quick Setup Connecting the loudspeakers 2 3 3 4 4 5 Choosing cables Connections Burn-in Room Acoustics Positioning    

    
        More information 
    




    
        PRODUCTS BOOK OCTOBER 2018
    

    
        
        PRODUCTS BOOK OCTOBER 2018 THE SONUS FABER SE17 LILIUM AMATI TRADITION GUARNERI TRADITION ELECTA AMATOR III OLYMPICA II 4 SONETTO V REFERENCE COLLECTION SPECIAL EDITION SONETTO COLLECTION GRAVIS COLLECTION    

    
        More information 
    




    
        Founded in 2006, Q Acoustics quickly built a reputation for designing and manufacturing class-leading loudspeakers.
    

    
        
        Founded in 2006, Q Acoustics quickly built a reputation for designing and manufacturing class-leading loudspeakers. Concept 500 is the culmination of Q Acoustics continual evolution and refinement resulting    

    
        More information 
    




    
        High-end speakers from Berlin Translated from the italian original
    

    
        
        Novemver 2016-11-04 High-end speakers from Berlin Translated from the italian original HEDD (Heinz Electrodynamic Designs) has been established in October 2015 by Klaus Heinz and his son Frederik Knop.    

    
        More information 
    




    
        clipping; yellow LED lights when limiting action occurs. Input Section Features
    

    
        
        ELX-1A Rack-Mount Mic/Line Mixer Four inputs, one output in a single rack space Very-highery-high-quality audio performance High reliability Extensive filtering circuitry and shielding protect against    

    
        More information 
    




    
        CR-6 MIXER USER MANUAL ENGLISH. Order Code: MIXE01
    

    
        
        CR-6 MIXER P R O F E S S I O N A L 1 9 R A C K M I X E R Order Code: MIXE01 w w w. p r o l i g h t. c o. u k USER MANUAL ENGLISH WARNING FOR YOUR OWN SAFETY, PLEASE READ THIS USER MANUAL CAREFULLY BEFORE    

    
        More information 
    




    
        fluidaudio.net FLUID AUDIO Buyers Guide
    

    
        
        fluidaudio.net FLUID AUDIO Buyers Guide CONTENTS About Fluid Audio... Page 2 Classic Series (C5 & C5W)... Page 4 Bluetooth Series (C5BT & C5BTW)... Page 6 Fader Series (F4, F5 & F8S)... Page 8 Fader Series    

    
        More information 
    




    
        THE NEW LASER FAMILY FOR FINE WELDING FROM FIBER LASERS TO PULSED YAG LASERS
    

    
        
        FOCUS ON FINE SOLUTIONS THE NEW LASER FAMILY FOR FINE WELDING FROM FIBER LASERS TO PULSED YAG LASERS Welding lasers from ROFIN ROFIN s laser sources for welding satisfy all criteria for the optimized laser    

    
        More information 
    




    
        OWNER S MANUAL. 1-inch (25 mm) Component Tweeter
    

    
        
        OWNER S MANUAL 1-inch (5 mm) Component Tweeter C7-100ct: 1-inch (5 mm) Component Tweeter INTRODUCTION DESIGN & TECHNOLOGIES Thank you for choosing JL Audio C7 loudspeakers for your automotive sound system.    

    
        More information 
    




    
        Genelec 2029B Digital Monitoring System. Operating Manual
    

    
        
        Genelec 2029B Digital Monitoring System Operating Manual 2029B Digital Monitoring System 1. General description Genelec 2029B Digital Monitoring System has a 96 khz/24 bit digital audio interface allowing    

    
        More information 
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